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ART SPECIFICATIONS

File types
• We accept both Mac and PC formats of the following file types:
• TIFF flattened
• EPS flattened with all text converted to outlines
• AI Illustrator CS3 or lower
• PSD Photoshop CS3 or lower
• PDF with all fonts embedded

Please make sure to include all images required and all fonts used should be 
embedded or converted to outlines.

Size & Resolution
All files should be built as large as possible. (maximum of full size at 150 dpi )

Bleeds
No bleeds required on artwork.
Please add a clipping mask to EPS artwork.

Colors
For best results, please build your files in CMYK colorspace. All banners are printed in 
CMYK process and may have slight variations in color.

Additional Information
A color printout of the artwork must accompany the CD, or a PDF must accompany 
artwork if uploading to the FTP site.
Number and placement of grommets, pocket size, special stitching, existing 
hardware, or other details need to be included in notes but not in file.
If banners are going to have pole pockets, please add 1.25” to height only. For 
banners going into banner stands, please call for extra height needed for that 
particular stand.
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CONTACT information

Artwork can be supplied to us by:

Upload files at:
dlimaging.net > upload file

Send a CD or DVD with all artwork to:
DL Imaging
Attn: Art Department
3102 W. Alton Avenue
Santa Ana, CA 92704

For orders or questions, contact us at:

DL Imaging
3102 W. Alton Avenue
Santa Ana, CA 92704

888.500.5006
dlimaging.net

Banner and Bracket Warranty

The Dekra-Lite Digital banners are warranted for three (3) years from manufacturer 
defects and fading when installed per the instructions on Wind Breaker Banner 
Brackets. Wind Breaker Banner Brackets are guaranteed for six (6) years against 
defects in material and workmanship when installed according to our installation 
instructions. Please note - any banner programs up over 30 days must use “Bandit-
It” stainless steel banding (Model #206) and the banding must wrap around the 
pole twice (x2) before clamping the buckles to qualify for warranty. After three (3) 
years we prorate our warranty by 50% from the date of delivery. Also, as noted in 
your instructions, inspect your banner installation 30 days after initial installation and 
every 60 days there after making any appropriate adjustments. Please verify with 
your light pole manufacturer or a structural engineer to insure that the light pole is 
suitable for a banner bracket and a banner application.
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